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ABSTRACT
Secure user identification is important for the increasing num-
ber of eyewear computers but limited input capabilities pose
significant usability challenges for established knowledge-
based schemes, such as passwords or PINs. We present Skull-
Conduct, a biometric system that uses bone conduction of
sound through the user’s skull as well as a microphone read-
ily integrated into many of these devices, such as Google
Glass. At the core of SkullConduct is a method to analyze the
characteristic frequency response created by the user’s skull
using a combination of Mel Frequency Cepstral Coefficient
(MFCC) features as well as a computationally light-weight
1NN classifier. We report on a controlled experiment with 10
participants that shows that this frequency response is person-
specific and stable – even when taking off and putting on the
device multiple times – and thus serves as a robust biomet-
ric. We show that our method can identify users with 97.0%
accuracy and authenticate them with an equal error rate of
6.9%, thereby bringing biometric user identification to eye-
wear computers equipped with bone conduction technology.
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INTRODUCTION
Secure user authentication is important for personal devices,
such as mobile phones, given that these devices store an in-
creasing amount of personal information. To address limita-
tions of established knowledge-based authentication schemes,
such as passwords and PINs, recent works exploit the sensors
readily integrated into these devices. For example, previous
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Figure 1. SkullConduct uses the bone conduction speaker and micro-
phone readily integrated into the eyewear computer and analyses the
characteristic frequency response of an audio signal sent through the
user’s skull.

works proposed the analysis of keystroke dynamics [12], gait
patterns [13], ambient sound [10], micro-movements while in-
teracting [2], the shape of the user’s ear [8], bioimpedance [5],
or the way a user places or answers a phone call [4].

In contrast, secure user authentication on another type of per-
sonal device, namely eyewear computers, remains largely un-
explored. Simkin et al. described an approach to use Google
Glass in combination with challenge-response protocols for
authentication with an external system, such as an ATM or an
entrance door [21]. The lack of methods to authenticate with
eyewear computers themselves is partly because these de-
vices only recently became widely available but also because
their limited input capabilities and unique affordances pose
usability challenges for traditional authentication schemes.
Google glass for example uses the combination of strokes
and taps on the touch-sensitive side of the device for authen-
tication. Another notable exception is the recent work by
Rogers et al. who explored the analysis of users’ blinking pat-
terns and head movements for user identification on Google
Glass [19].

We present SkullConduct, a biometric system that uses bone
conduction of sound through the user’s skull for secure
user identification and authentication on eyewear computers.
Bone conduction has been used before as a transmission con-
cept in different consumer devices, such as hands-free head-
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sets and headphones, bone anchored hearing aids, as well
as special-purpose communication systems, such as for div-
ing or high-noise environments. Bone conduction has only
recently become available on eyewear computers, such as
Google Glass, as a privacy-preserving means of relaying in-
formation to the user. SkullConduct uses the microphone
readily available on many of these devices to analyse the fre-
quency response of the sound after it travelled through the
user’s skull (see Figure 1). As shown in this work, individual
differences in skull anatomy result in highly person-specific
frequency responses that can be used as a biometric.

The contributions of this work are two-fold. First, we present
SkullConduct, a biometric system that uses bone conduction
for secure user identification and authentication on eyewear
computers. The system combines Mel Frequency Cepstral
Coefficient (MFCC) based features with a light-weight 1NN
classifier that can directly run on Google Glass. In contrast to
established uses of bone conduction, our system uses a micro-
phone close to the user’s head – in our case readily integrated
into Glass – to measure and analyze the frequency response
after the sound traveled through the user’s skull.

Second, we report on a controlled experiment with 10 par-
ticipants that shows that this frequency response serves as a
robust biometric, even when taking off and putting on the de-
vice multiple times. We show that we can identify users with
97.0% accuracy and authenticate them with an equal error
rate of 6.9%.

THE SKULLCONDUCT SYSTEM
There are, in general, two different pathways audio can take
to get from a source to the user. The most widely used path-
way, as for example in the case of headphones or speakers,
is via air conduction in which the audio travels through the
air and the auditory channel to the user’s inner ear. The sec-
ond pathway is via bone conduction, i.e. directly through the
skull to the inner ear. Especially for eyewear computers that
already are located close or even at the head of the user, us-
ing bone conduction yields the advantage that the audio is not
well audible to bystanders and thus more private.

So far, systems typically used speech to identify different
users (see [18] for an example). In contrast, SkullConduct ex-
ploits the characteristic changes in an audio signal while it
travels through a user’s skull (see Figure 1). When audio is
played back with a bone conduction speaker (i.e., the audio
travels through the head) it is modified by the user’s head. If
recorded with a microphone, the changes in the audio signal
reflect the specific characteristics of the user’s head. Since the
structure of the human head includes different parts such as
the skull, tissues, cartilage, and fluids and the composition of
these parts and their location differ between users, the modifi-
cation of the sound wave differs between users as well. First,
the speed of sound transmission differs for each of the parts
of the human head [15] and, second, the different signal fre-
quencies are damped differently [22]. In this work we opted
for Gaussian white noise as the input signal since it covers the
whole frequency range and therefore all frequency bands that
might get affected by individual skull characteristics.

Figure 2. The recognition pipeline we used to authenticate users: (1)
white noise is played back using the bone conduction speaker, (2) the
user’s skull influences the signal in a characteristic way, (3) MFCC fea-
tures are extracted, and (4) a 1NN algorithm is used for classification.

We implemented SkullConduct on Google Glass as one of the
most common used smart eyewear devices. We developed an
application that plays back an audio file using the integrated
bone conduction speaker and records concurrently with the
integrated microphone. The recording is saved on the Glass
as a byte file with 44100 samples per second, a single channel
(i.e., mono), and a precision of two bytes per sample. To
authenticate users, the system is capable of extracting features
from the recording and comparing it to a training set using a
1NN classifier.

Recognition Pipeline
Our recognition pipeline to identify and authenticate users
combines Mel Frequency Cepstral Coefficients (MFCCs) [6]
as acoustic features with a computationally light-weight 1-
nearest-neighbour classifier (see Figure 2). MFCCs are com-
monly used in speech classification and speaker identification
but were shown to also perform well for non-speech event
classification (see [17] for an example). In a first step, the
signal as a whole is transformed using a Fourier transform.
Afterwards, the power spectrum is mapped to the Mel scale
using a Mel Filter Bank (MFB). Then, the Discrete Cosine
Transform (DCT) is calculated after taking the logarithm. Fi-
nally, the MFCCs are given by the 2-13 DCT coefficients. In
this work, we extend the 12 MFCCs features with their first
derivatives (deltas) resulting in 24 features. All features are
then used as input to a 1-nearest-neighbor classifier to iden-
tify or authenticate users. As a distance measure we used the
sum of the Euclidean distances of each feature of a sample.

Application Scenarios
We envision two main application scenarios in which our sys-
tem will be useful.

Personalization of Eyewear Computers
Eyewear computers are used in an increasing number of ap-
plications, such as for training in laboratories [9], medical
documentation [1], educational purposes [11], or even during
surgeries [14]. In all of these domains, multiple users may use
a single device on a regular basis. As soon as a user puts on
the device, SkullConduct can immediately identify the user
and configure user-specific settings, such as preferred appli-
cations or system preferences.
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Figure 3. Receiver operating characteristic (ROC) curves summarizing
the performance in terms of true acceptance rate vs. false acceptance
rate for different recording lengths.

Protecting Private Content
Most eyewear computers are personal devices that contain
sensible information about the owner, such as social media lo-
gins or bank account details. Current systems, such as Google
Glass, are not protected and attackers can simply put on the
device and access sensitive information. User authentication
could automatically be triggered after the device has been put
on by a new user. In addition, as soon as specific applica-
tions are started, such as the banking application, SkullCon-
duct could re-authenticate the user to ensure he is allowed to
access the application data.

EVALUATION
We evaluated SkullConduct with respect to the two main oper-
ating modes of biometric systems, namely user identification
and authentication [16]. We designed a user study to record
characteristic frequency responses for multiple people wear-
ing Google Glass in a controlled laboratory setting.

Data Collection
We recorded data of 10 participants (9 male, 1 female) aged
between 21 and 36 years (M = 28, S D = 4.35). The record-
ing took place in a quiet room without any other source of
noise and the participants sat down on a chair in the middle
of the room. In this initial evaluation of the approach, we
opted to have no confounding audio sources that may influ-
ence our results, such as sounds of other electronic devices or
people. As mentioned before, we used a randomly generated
Gaussian white noise audio signal with a length of 23 sec-
onds. We recorded each participant 10 times with the same
audio signal. After five recording trials, we asked participants
to take off the device and put it back on to include different
placements of the device on the participant’s head.

Analysis
After recording the samples of all users, we analyzed the
recorded data using 10-fold cross validation. In each fold,
similar to Holz et al. [8], we excluded all recordings of one

Figure 4. The user-specific modification (top) of the white noise input
signal (bottom) takes place in the range of 1 kHz to 8 kHz with most
modifications occurring between 2 kHz and 4 kHz.

participant (i.e., the attacker). Within each fold, we did an ad-
ditional two-fold cross validation. To this end, we grouped
the recordings of the nine remaining participants into two
folds. The first five recordings went into the first fold and
the second five recordings, recorded after taking off Google
Glass and putting it back on, went into the second fold. In
total, we trained our system with 45 recordings (i.e., fold 1)
of the nine known participants and used 55 recordings (i.e.,
fold 2, 45 recordings from known and 10 from unknown par-
ticipants) for testing. We deliberately chose to split the data
of each user since the placement of the Google Glass might
influence the results [7, 22].

User Identification
The first evaluation task for our SkullConduct system is to
identify a known user. This might be necessary when an
eyewear computer is shared within a group of users (i.e., a
family or at work) but not require authentication since, for
example, this information is only used for personalization of
the device and not to protect content. In our case, the system
achieves a 97.0% accuracy (cf., Figure 3 – True Acceptance
Rate (TAR)). Thus, the lowest Euclidean distance between
the new sample is with a recorded sample of the same user.
In only 3% of the cases, a user is mistaken with another one.

User Authentication
The second evaluation task for our system is to authenticate a
known user while rejecting unknown ones. The main measure
of goodness for authentication system is the Equal Error Rate
(EER) which is the point for which the false acceptance rate
(FAR) and the false rejection rate (FRR) are equal [16]. We
calculate both rates for our system for specific thresholds that
decide whether a user will be authenticated or rejected (i.e.,
the euclidean distance between a training data and the authen-
tication data needs to be lower than the threshold). Next, we
calculated the EER out of the FAR and FRR (cf., [16]). The
FAR is the percentage of samples that are mistakenly granted
access even though they are from an unknown user. in con-
trast, the FRR is the percentage of samples that are mistak-
enly refused to access even though they are from known users.
In our case, both rates were the same at 6.9%. The receiver
operating characteristic (ROC) curve in Figure 3 shows the
SkullConduct precision for different thresholds. For a high
true authentication precision (97.0%), the FAR was 10.2%.

Influence of Different Frequency Bands
As related work suggested [22], different frequencies are in-
fluenced in characteristic ways by the head and skull. To in-
vestigate this phenomena, we calculated the Power Spectral
Density (PSD), which describes how the power of the signal
traversing the skull is distributed over the frequency range
(see Figure 4). As can be seen from the figure, the head and
skull for each participant influenced the PSD of the original
signal in a specific way (see Figure 5). This influence varies
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Figure 5. The power spectral density visualized for two recordings of each of the ten participants before and after removing and putting the device back
on (trial 1 shown in red and trial 2 in blue) in the range of 0 kHz to 8 kHz. The changes in the power spectral density are almost similar for the different
placements but differ between participants.

among participants but is constant for the same user even over
several trails (i.e., only slightly affected by misplacement of
the eyewear computer). Furthermore, the user-specific differ-
ences are skewed towards the lower frequency ranges and the
main influence of the user’s skull is for frequencies between
2 kHz and 4 kHz.

Influence of Audio Length
Current authentication systems on mobile devices require
about 1.5 seconds to authenticate a user [20]. We used au-
dio recordings of 23 seconds length which would take sig-
nificantly longer for a user to authenticate. Therefore, we
evaluated the performance of our system using audio with
shorter lengths. Specifically, we cut each recording after 15,
10, 5, 1, 0.5, or 0.05 seconds and calculated a ROC curve for
each length of audio samples using the same procedure as de-
scribed before. As shown in Figure 3, the EER significantly
drops when using audio samples shorter than 1 second.

DISCUSSION AND LIMITATIONS
The evaluation of our system yielded promising results. We
showed that bone-conduction audio is well suited as a bio-
metric security system for eyewear computers. However, we
tested our approach only in a controlled setting without any
background noise. Thus, we used a best-case scenario for
our user study to explore the general feasibility of our ap-
proach. It will be interesting to see if and how much addi-
tional noise, such as other people talking in the room or ap-
pliances, reduces performance. One potential solution to this
problem are algorithms that preserve the specific characteris-
tics of each skull but remove the environmental influences [3].
Furthermore, there might be additional influences such as hair
growth or gained weight that might impact the accuracy of our

approach and need to be evaluated in the future. Although
we show that a white noise signal of 1 second is sufficient
to achieve high authentication accuracy, white noise signals
may be unpleasant for the user. In the future, we envision that
white noise could be replaced by more pleasant audio sounds
such as common start-up jingles or even short music clips.
Any alternative sound, however, needs to cover a sufficient
number of frequency bands to discriminate well between dif-
ferent users.

CONCLUSION
We presented SkullConduct, a biometric system that exploits
the characteristic frequency response of the human skull for
user identification and authentication on eyewear computers
equipped with bone conduction technology, such as Google
Glass. While other biometric systems require the user to enter
information explicitly (e.g., place the finger on a fingerprint
reader), our system does not require any explicit user input.
We implemented our system on Google Glass and evaluated
its performance in a controlled user study with 10 participants.
We demonstrated that our approach works well and can iden-
tify users with 97.0% accuracy as well as an EER of 6.9%.
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